
PRODUCT DATASHEET
Cod. 1D10104P

DURAFLY

* Compact Lamps for optimizing space.

* Triphosphor powders.

* Excellent control of colour temperature and colour rendering.

* Ideal for fixtures with reduced thickness.

* Wide selection of sizes and wattages.

* 2 pin versions: starter and noise-suppressor incorporated.

* 4 pin versions: can be used with light dimmers if equipped with special electronic ballast.

* Energy savings of 80% compared to the light emission of incandescent lamps.

* Single item blister pack.

Item Characteristics

90 mmLenght

2700 KColour temperature

HomelightLight Tonality

650 LUMENRated Flux

650 LUMENNominal Flux

0,18 ALamp Current

GR10qBase

10,8 WRated Power

10 WNominal Power

74 VLamp Voltage

1D10104PCode

Performance

11kWh/1000h

AEnergy Class

60 lm/WRated lamp efficacy

15000 hLifetime

>80Irc/Ra
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Tech Info

2006/95/CE * Bassa Tensione 2009/125/CE *
Progettazione Eco Compatibile 2011/65/UE *
RoHS 2012/19/UE * RAEE EN 61199 * anno
2012 EN 61199+A1 * anno 2013 245/2009 *

Progettazione Eco Compatibile 347/2010 *
Progettazione Eco Compatibile 2010/30/EU *
Energy Consumption 874/2012 * Regulation

for Energy Labelling

Fulfilled Directives and norms

-15°C / +35°CT (°C) Working environment Temp.

45%Lamp survival factor at 16000h

78%Lamp survival factor at 12000h

80%Lamp survival factor at 8000h

95%Lamp survival factor at 6000h

100%Lamp survival factor at 4000h

100%Lamp survival factor at 2000h

80%Lamp Flux Maintenance Factor at
8000h

85%Lamp Flux Maintenance Factor at
6000h

90%Lamp Flux Maintenance Factor at
4000h

95%Lamp Flux Maintenance Factor at
2000h

2,5Mercury (mg)

360°Operating Position

NODimmable

Shipping info

The power dissipated by auxiliary equipment
such as ballasts is not included in the power

consumed by the source.

Technical Info

360 x 240 x 150
Master pack dimensions
L x H x D (mm)

8011905739379Master barcode

20 pzPack

8011905048440Item barcode

125 x 135 x 35
Single pack dimensions
L x H x D (mm)
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