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Product Datasheet    

S1PTAVFIT ­­ SystemOne Through­Floor Fitting, AV Series

Hubbell SystemOne is an innovative system that provides consumers with the flexibility
to create personal solutions for the most demanding multi­service applications for both
flush in­floor boxes and fire­rated poke­throughs. Hubbell SystemOne features a unique
universal cover assembly and a wide variety of application sub­plates that install on both
Hubbell flush floor boxes and fire­rated poke­throughs. Whatever the application,
Hubbell SystemOne delivers a consistent, aesthetic and functional solution for
applications “in­the­floor” or “through­the­floor” for power, voice, data, and A/V
requirements.

Product Specifications
 Product Type  SystemOne Poke­Throughs
 Poke­Through  SystemOne Poke­Through (4"Core)
 Poke­Through Application  Audio/Video
 Poke­Through Format  Through­Floor Fitting
 Accessory For Use With  SystemOne Components
 Conduit Stem Sizes  (1) 1 1/2" EMT­ Low Voltage and (1) 3/4" EMT Power
 Unit Package  Single
 Order Quantity  Carton of 1
 UPC Number  78358537160
 Weight in LBs  4.4
 Link to Drawing Library  Click here for Library
 Link to PDF Catalog  Click here for Catalog

SystemOne Features
“Step down” installation clips allow the fitting to be removed from the floor from above.
Stationary fire barrier expands during fire conditions to provide upper fire seal.
Flared conduit exit facilitates proper cable pulling and bend radius.
Adjustable fire barrier accommodates concrete floor thickness from 2¼" to 7".
Features one 1 1/2" E.M.T. conduit for data and one 3/4" E.M.T. conduit for power.
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