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Steel Construction Tools

WARNING: Always wear approved eye protection. 

All dimensions are in inches and (millimeters).

Connecting Bars

Hex Bars 

  Provides extra leverage when positioning  
steel members and aligning bolt holes. 
  Forged fit-up bar is pointed on one end. 
  Chisel-end is at a 15° angle to give greater leverage.

Cat. No. Hex Diameter Length Weight (lbs.)
3242 3/4" (19 mm) 30" (762 mm) 3.50
3243 7/8" (22 mm) 36" (914 mm) 6.00
3244 3/4" (19 mm) 24" (610 mm) 2.50
Straight Chisel-End 
3240 3/4" (19 mm) 30" (762 mm) 3.80

3242

Round Bars 

  Provides extra leverage when positioning  
steel members and aligning bolt holes. 
  Forged fit-up bar is pointed on one end. 
  Chisel-end is at a 15° angle to give even greater leverage. 
 

Cat. No. Diameter Length Weight (lbs.)
3245 3/4" (19 mm) 30" (762 mm) 3.30
3246 7/8" (22 mm) 36" (914 mm) 5.50
3247 3/4" (19 mm) 24" (610 mm) 2.50
3248 7/8" (22 mm) 30" (762 mm) 4.30
Straight Chisel-End 
3241 3/4" (19 mm) 30" (762 mm) 3.20

3245

Standard Bull Pins

Machined from quality alloy steel. 

Heat-treated for strength. 

Black finish for rust resistance. 

Pins

Cat. No. Top Diameter Point Diameter Length Weight (lbs.)
3251 1-1/16" (27 mm) 3/8" (10 mm) 15" (381 mm) 2.50
3252 1-3/16" (30 mm) 7/16" (11 mm) 15" (381 mm) 3.10
3257 1-1/16" (27 mm) 3/8" (10 mm) 12" (305 mm) 1.70
3258 1-3/16" (30 mm) 7/16" (11 mm) 12" (305 mm) 2.10
3259 1-5/16" (33 mm) 7/16" (11 mm) 12" (305 mm) 2.50
3265 1-1/4" (32 mm) 7/16" (11 mm) 12" (305 mm) 2.50

Note: OSHA  1926.301 (c) specifically states: “Impact tools, such as drift pins, 
wedges and chisels, shall be kept free of mushroomed heads.”

3252

Broad Head Bull Pins

3255

Cat. No. Top Diameter Point Diameter Length Weight (lbs.)
3255 1-1/4" (32 mm) 5/16" (8 mm) 13-3/4" (349 mm) 2.90
3256 1-1/16" (27 mm) 1/4" (6 mm) 10" (254 mm) 1.60

Note: OSHA  1926.301 (c) specifically states: “Impact tools, such as drift pins, 
wedges and chisels, shall be kept free of mushroomed heads.”

  Forged, heat-treated bull pin increases  
efficiency by providing a larger striking surface. 

  Angled head and smooth blending of radii  
increase strength and reduce the danger of chipping.

  Below the head, squared-off shoulders have been forged to 
provide a surface for applying wrench to loosen wedged bull 
pins. 

 Long, even taper reduces binding and hang-up. 

  Added resistance to “mushrooming” permitting much longer 
use than is possible with conventional designs. 

  Heat-treated for strength, black finish for rust resistance. 

For additional construction tools, see Mining Tools section


