HangerMate® Vertical Mount Screw for Concrete
HMZG365

Features
- End-drilled and tapped for attaching threaded components to concrete
- Solid, one piece cold formed part; head cannot spin off or unscrew from body
- Tapered threads allow for easy starting in pre-drilled hole

Product Specifications

<table>
<thead>
<tr>
<th>Part Number</th>
<th>HMZG365</th>
</tr>
</thead>
<tbody>
<tr>
<td>Material</td>
<td>Steel</td>
</tr>
<tr>
<td>Finish</td>
<td>Electrogalvanized</td>
</tr>
<tr>
<td>Rod Size</td>
<td>1/4&quot;</td>
</tr>
<tr>
<td>Screw Diameter</td>
<td>5/16&quot;</td>
</tr>
<tr>
<td>Screw Length</td>
<td>2 1/4&quot;</td>
</tr>
<tr>
<td>Ultimate Static Load</td>
<td>2,188 lb</td>
</tr>
<tr>
<td>Standard Packaging Quantity</td>
<td>50 pc</td>
</tr>
<tr>
<td>UPC</td>
<td>78285651368</td>
</tr>
<tr>
<td>UNSPSC</td>
<td>31162101</td>
</tr>
</tbody>
</table>
Tested in 3650 psi concrete.

Appropriate safety factors should be applied for design purposes.

Downloads

Brochures

- CADDY® Featured Products, Latin America
  459 KB English
- CADDY® Productos de la Gama Principal
  459 KB Español

Catalogs

- CADDY® Electrical and Low Voltage/Datacomm Fasteners
  6.59 MB English
- Fire Sprinkler Hanging & Bracing Products
  3.69 MB English

Datasheets

- CADDY® Threaded Rod Fastening Solutions BCISN375 and Hangermate
  427 KB English

Warning, Warranty and Limitation of Liability

Due to a policy of continued product development, specifications are subject to change without notice.
CADDY, CADWELD, CRITEC, ERICO, ERIFLEX, ERITECH, and LENTON are registered trademarks of ERICO International Corporation.

HangerMate is a registered trademark of Acument Intellectual Properties, LLC.