
Cable Terminators
Assembly Procedure

Blank Sealing Bushings and Terminators 
Containing Discs:
There are many types of fittings contain-
ing Bakelite discs and O-rings which can 
be safely drilled in the field by following 
our detailed instructions. “These fittings will 
perform satisfactorily only when properly 
machined to the actual dimensions for 
the specific O.D. of cable used. Detailed 
instruction sheets containing layout data 
and special assembly procedures are sup-
plied with blank fittings. Failure to comply 
may result in compound leakage and/or loss 
of seal around cable. O-Z/Gedney is not 
responsible for any field machined or modi-
fied fittings.” 

Other Terminators:
• See Catalog Sections TA and TB for 
Armored Cable and Metal Clad Cable 
Terminators.
• See Catalog Section BC for Hazardous 
Location Metal Clad Cable Terminators.
• See Catalog Section QA for Cable 
Support Products.

4 The body is then screwed directly on the 
conduit, clamping the discs and applying 
pressure to the neoprene rings.

The basic principles used throughout the line of O-Z/Gedney Terminators covering their 
use with Rubber Covered Cables are clearly illustrated in this assembly.

1 After cables are prepared, Bakelite seat-
ing disc with properly drilled holes is slipped 
over cables and set into the conduit.

2 Neoprene rings, are placed around the 
cables and set into recesses in the sealing 
disc.

5 Compound is heated to the proper tem-
perature and the body filled to the height of 
the set screws, making a complete seal.

6 Before compound sets, Canvas Bakelite 
top cover is passed over the conductors, 
pushed down into the hot compound and 
secured by set screws.

3 A Canvas Bakelite pressure disc is 
passed over the cables and set on top of 
the neoprene rings, holding them firmly in 
place.
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