
Three‐Phase Compact Busbar for 32 A Motor Protection Circuit Breakers — 64 A Max.
Continuous Current

54 mm spacing

For use with side-mounted auxiliary contact

2
connections

140M-C, -D 140M-C-W542N

3
connections

140M-C-W543N

4
connections

140M-C-W544N

5
connections

140M-C-W545N

Three-Phase Compact Busbar for 45 A Motor Protection Circuit Breakers — 115 A Max.
Continuous Current

54 mm spacing

For use with front-mounted auxiliary contact

2
connections

140M-F 140M-F-W542

3
connections

140M-F-W543

4
connections

140M-F-W544

Three‐Phase Compact Busbar for 45 A Motor Protection Circuit Breakers — 115 A Max.
Continuous Current

63 mm spacing

For use with side-mounted auxiliary contact

2
connections

140M-F 140M-F-W632

3
connections

140M-F-W633

4
connections

140M-F-W634

Terminal Cover
For covering of unused compact bus bar terminals

IP2X finger protection

Must be ordered in multiples of 10

(10 pcs/pkg)

140M-C,
140M-D

140M-C-WSN

140M-F 140M-F-WS

Top Hat Rail Adpapter — 10 mm
Adjusts the depth of the 140M-C to the 140M-D

Allows the use of compact busbars accross both frame sizes

Must be ordered in multiples of 10

(10 pcs/pkg)

140M-C 140-KBH2

  

Notes:  1. See Bulletin 140U for Internal and External Accessories for Bulletin 140M-H, J, L and N frames.

 2. Bulletin 140M-I frame Accessories such as auxiliaries, alarms, undervoltage and shunt trips are only available as factory installed modifications. See 140M Factory

Modifications (Open).


