
BURNDY
URD Underground

TYPE BPD & BPD2

POWER DISTRIBUTION
BLOCKS

Dual rated ground pedestal lugs. Rated for
600 volt. Constructed from high strength
aluminum alloy 6061-T6. Connectors are all
plated to provide low contact resistance.

Plastisol covers dielectric strength rating 
of 120 volts per mil. Nominal thickness is 
156 mils. Covers purchased separately.

J-9

CATALOG NUMBER
WIRE RANGE

AL OR CU.
NO. OF

CONDUCTORS
DIMENSIONS

INSULATING COVER
A B C

BPD-4-250 #6-250 4 3.63 1.13 0.94 BIC-4-250
BPD-6-250 #6-250 6 5.31 1.13 0.94 BIC-6-250
BPD-8-250 #6-250 8 6.75 1.13 0.94 BIC-8-250
BPD-4-350 #6-350 4 3.88 1.38 1.00 BIC-4-350
BPD-6-350 #6-350 6 5.69 1.38 1.00 BIC-6-350
BPD-8-350 #6-350 8 7.50 1.38 1.00 BIC-8-350
BPD-4-500 #2-500 4 4.75 1.63 1.00 BIC-4-500
BPD-6-500 #2-500 6 7.00 1.63 1.00 BIC-6-500
BPD-8-500 #2-500 8 9.25 1.63 1.00 BIC-8-500

BPD2-4-750 #2-750 4 6.56 2.00 2.50 BIC2-4-750
BPD2-6-750 #2-750 6 9.88 2.00 2.50 BIC2-6-750
BPD2-8-750 #2-750 8 13.81 2.00 2.50 BIC2-8-750
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