C -1 -1 OO Insert custom dimensions

EMT Clamps Nom. Tube O.D. Wt./100 Pcs.

Comb. Size Size SR Lbs. Std. Pkg.

Box Quantity: See table 3" 0.577 16 ° 100
1/," 0.706 16 11 100

3" 0.922 16 12 100

1 1.163 14 15 100

11/," 1.510 14 18 100

11/," 1.740 12 29 50

2" 2.197 12 33 50

SPECIFICATIONS

General Finishes

H-STRUT® pipe clamps are all manufactured to fit into the H-Strut fittings are available in the following finishes:
standard openings of 15/3" channel to support runs of piping

8 T (See the technical section for additional information.)
where desired, to secure the pipe in place.

+ Electro Galvanized. .................... ASTM B-633
Material + Hot Dipped Galvanized ................. ASTM A-123
H-Strut pipe clamps are manufactured from the following + Zinc Trivalent Chromium . ............ ASTM B-633-85
material: + Powder Coated Supr-Green ............. ASTM B-117
(H;ZT dRF?gﬁg dcgﬁﬁgns;i{ e _A_S;g/'TﬁA 1311 85’& - CopperPlated . ..................... ASTM B-734-84
« Stainless Steel - Type 304/316L .......... ASTM A-240 Ordering
* Aluminum Clamps 5052H32 . ............ ASTM B-209  Specify catalog number, length or size where required and

finish when necessary.
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