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Automotive Circuit Breakers

Part No. (Amps)

CB181F-60 CB181F-110
CB181F-70 CB181F-120
CB181F-80 CB181F-135
CB181F-90 CB181F-150
CB181F-100

Part No. (Amps)

CB184F-25 CB184F-80
CB184F-30 CB184F-90
CB184F-35 CB184F-100
CB184F-40 CB184F-110
CB184F-50 CB184F-120
CB184F-60 CB184F-135
CB184F-70 CB184F-150

Part No. (Amps) Blister Pack

CB185-25
CB185-30
CB185-35
CB185-40
CB185-50 X
CB185-60
CB185-70 X
CB185-80 X
CB185-90
CB185-100 X
CB185-110
CB185-120 X
CB185-135 X
CB185-150 X

Part No. (Amps)

CB185P-25 CB185P-80
CB185P-30 CB185P-90
CB185P-35 CB185P-100
CB185P-40 CB185P-110
CB185P-50 CB185P-120
CB185P-60 CB185P-135
CB185P-70 CB185P-150

CB181F Type I High Amp Waterproof Circuit Breakers with 
SEMS Nuts Installed

CB184F Type III High Amp Waterproof Manual Reset Circuit Breakers
with SEMS Nuts Installed

CB185 Type III High Amp Switchable, Waterproof, Flush-Mount 
Manual Reset Circuit Breakers with SEMS Nuts Installed

CB185P Type III High Amp Switchable, Panel Mount Manual Reset
Circuit Breakers with SEMS Nuts Installed

High Amp Circuit Breakers

These high amp circuit breakers are typically used in auxiliary and 
accessory circuits for trucks, buses, RVs and marine applications. All high
amp circuit breakers comply with the SAE J1117 standard for ignition 
protection and have applications in battery charger systems and DC audio 
systems. Offered in flush-mount or panel-mount (see chart for amps 
available).

Part No. (Amps)

CB187P-25 CB187P-80
CB187P-30 CB187P-90
CB187P-35 CB187P-100
CB187P-40 CB187P-110
CB187P-50 CB187P-120
CB187P-60 CB187P-135
CB187P-70 CB187P-150

Marine-Rated Circuit Breakers

Specifically designed to meet the needs of marine applications, the CB187F
and CB187P offer 5kA interrupting ratings and ignition protection per ABYC
E-11. Usable as an ON/OFF switch (capable of withstanding 3000 on/off
cycles @48Vdc), they have corrosion resistant plating on 5/16-18 copper 
terminals.
CB187F Type III Marine-Rated Surface-Mount Manual Reset 
Circuit Breaker with Switch Function and Nuts/Lock Washers Installed

Part No. (Amps)

CB187F-25 CB187F-80
CB187F-30 CB187F-90
CB187F-35 CB187F-100
CB187F-40 CB187F-110
CB187F-50 CB187F-120
CB187F-60 CB187F-135
CB187F-70 CB187F-150

CB251 Type I Ignition Protected Weatherproof Panel-Mount 
Manual Reset Circuit Breaker with SEMS Nuts Installed, 32Vdc

Part No. (Amps)

CB255-10 CB255-30
CB255-15 CB255-35
CB255-20 CB255-40
CB255-25 CB255-50

CB255 Type III Ignition Protected Weatherproof Panel-Mount 
Manual Reset Circuit Breaker with “Push-to-Trip” Option 
and SEMS Nuts Installed, 32Vdc

Part No. (Amps)

CB251-10 CB251-30
CB251-15 CB251-35
CB251-20 CB251-40
CB251-25 CB251-50

CB187P Type III Marine-Rated Panel-Mount Manual Reset 
Circuit Breaker with Switch Function and Nuts/Lock Washers Installed




