Network Equipment Racks & Accessories

e A
Network Equipment Rack Equipment Grounding Bar ﬂ
v

(19mm)

Use as a rack mounted equipment grounding bus.
Heavy copper bar provides low resistance ground path.

Includes: (1) ground bar, (1) splice plate,
(8) grounding lugs with #6-32 silicon bronze
screws and mounting hardware.

Material: 3/16” (4.8mm) X 3/4” (19mm) copper bar
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; 1/4” (6mm)
Mounting Slots Each End
with Hardware

11/16” (17mm)

Typ.
Splice Plate 9/32” (7mm)
Mounting Ground Lug Holes
(4 places)
Part Rack ‘L ‘C Weight
Number Width
In. (mm) In. (mm) In. (mm) Lbs. (ka)
. | SB579A01 197 | 482) | 185/16”| (465) 99/16” (243) 1.0 | 09 . Popular
. | SB579A02 23" | 584) | 225/16”| (567) | 119/16” | @94 | 1.2 | (0.5 Bee List items
. J
4 )
Universal Grounding Bar
Use as a rack mounted equipment grounding bus.
Includes: (1) ground bar, (1) splice plate R
and #12-24 mounting hardware.
Material: 3/16” (4.8mm) X 3/4” (19mm) copper bar
Ground Bar
17 /64” (7mm) Hole
Splice Plate
Part Rack ‘L Holes
Number Width
In. (mm) In. (mm) Lbs. (ka)
% | SB57903 197 | @82) | 185/16”| (465) 12 1.0 | (0.9
s | SB57904 237 | (584) | 225/167| (567) 14 1.2 | (0.5 03, 04 & 07
SB57907 357 | (889) | 345/16”| 872) | 21 2.0 | (09 | For Equal Flange (Channel) Racks
SB57905 19”7 | 482) | 185/16”| (465) 12 1.1 | (0.5 05 & 06
SB57906 23" | (584) | 225/16") (567) | 14 1.3 | (0.6) | For Unequal Flange Racks
\ % Popular Bee List items y
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Network Equipment Racks & Accessories
( ™
Offset Universal Grounding Bar /& 33716

Use as an equipment grounding bus.
Includes: (2) mounting brackets,
(1) ground bar, (1) splice plate
and #12-24 mounting hardware.
Material: 3/16” (4.8mm) x 3/4” (19mm) Copper Bar
3” (76mm) x 11/4” (32mm) Aluminum

mounting channel
Ground Bar

17/64” (7mm) Hole

Splice Plate

Part Rack
Number Width
In. (mm) In. (mm) Lbs. (ka)
SB57803 19”7 | (482) | 185/16”| (465) 12 1.2 | (0.5
SB57804 237 | (584) | 225/167| (567) 14 1.4 | (0.6)
SB57807 35”7 | (889) | 345/167| (872) 21 2.0 |(0.9
\ J
4 )

Grounding Strap

Use to provide grounding path.

SB6693/4x101/2 and SB6691x73/4 includes: (1) cable with crimped lugs
and 1/4”-20 hardware.

SB6693/38x63/4 includes: (1) cable with crimped lugs and 3/8”-16 hardware.
Material: #6 flexible tin plated copper wire

SB6693/4x101/2
&
SB6691x73/4
s
g
Part ‘A’ ‘B’ o®
Number @00
In. (mm) In. (mm)
¢
SB6693/4x101/2 101/2” | (267) | 3/4” | (19) .36 | (0.16)
s | SB6691x73/4 73/4” | (197) 1” (25) 27 | (0.12)
SB6693/38x63/4 63/4” | 171) | N/JA | N/A .20 | (0.09)
s P lar Bee List it
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