Accessories for Size 5-9 AC Contactors

A rectifier circuit converts the AC supply to DC supply. This
conversion provides pick up and drop out characteristics. All
necessary parts are included in the kit.

NEMA Contactors and Starters
A200 Series

Accessories for Size 00-6 AC Contactors

Auxiliary Electrical Interlocks

2.3

Catalog Style Catalog Style
Number Number Number Number
AC-DC Coil Conversion Kits (Obsolete) (Obsolete) Circuits Current Current
Size 5 Size 6 (L-56) (2609D01G01) 1NO and 1NC Jn 9084A17G01
Voltage Style Number Style Number (L-56D) (2609D01G02) 2NO J20 9084A17G02
120 Vac 7864A28G01 7864A29G01 (L-56E) (2609D01G03) 1NO and 1NC Jn 9084A17G01
240 Vac 7864A28G02 7864A29G02 (L-568) (2609D01G04) 2NO J20 9084A17G02
480 Vac 7864A28G03 7864A29G03 (L-56H) (2609D01G05) 2NO J20 9084A17G02
(L-56J) (2609D01G06) 1NO and1NC DB J1c 9084A17G04
(L-56A) (2609D01G07) N/A N/A N/A
Replacement Coils for AC-DC Coil Conversion Kit (L568) (2609001608) NA NA NA
Size § Size 6 (L-56F) (2609D01G09) N/A N/A N/A
Voltage Style Number Style Number
(L-56G) (2609D01G10) 1NO and 1NC DB J1c 9084A17G04
120 Ve TBS6AT5G05 TBS6A16605 (L-56) (2609D01611) NG Jo2 9084A17603
240 Vac 7856A15G10 7856A16G10 (L6 (2609001612) N/A NA NA
460 Vac 7856A15615 T856A16615 (L-56P) (2609D01617) NO and INC m 9084A17G01
(L-56R) (2609D01G18) 2NC Jo2 9084A17G03
Auxiliary Electrical Interlocks Size 7-9 AC and All DC Units (L-56S) (2609D01G19) NG and INC Jn 9084A17G01
Type Circuits Application Style Number
L63 NO Size 7-8 578D461G01
L63 NC Size 7-8 578D461G03
L64 NO-NC Size 9 843D943G04
L64 2NO Size 9 843D943G05
L64 2NC Size 9 843D943G06
Model J-K, Sizes 3and 4
Sizes 3 and 4 Kits 1
Size 3-Model J Size 4-Model J 2 Size 4-Model K =
Part Poles Style Number Style Number Style Number
Contact kit 2 626B187G12 626B187G16 5250C81G16
3 626B187G13 626B187G17 5250C81G17
4 4 6 5250C81G18
5 e 7 5250C81G19
Arc box 2.3 6714C74G09 6714C74G11 6714C74G11
4,5 6714C74G10 6714C74G12 6714C74G12
Cross bar 2,3 672B788G36 672B788G36 672B788G40
4,5 672B788G38 672B788G38 —
Upper base 2,3 672B788G37 672B788G37 672B788G52
4,5 672B788G39 672B788G39 —
Lower base 2,3 1250C33G03 1250C33G03 1250C33G10
4,5 1250C33G06 1250C33G06 —
KO spring (package of 10) All 503C796G02 503C796G02 672B788G50
Terminal line/load (package of 3) All 372B357G12 372B357G18 372B357G18
Notes
1 Model C contact tips and coils 00-4, two-, three-, four- and five-pole contactors are same as Model J. All other parts are unavailable.
2 For 200A A202 magnetically latched lighting contactors order three-pole contact kit style 672B788G07.
3 Model K replaces Model J, offering superior design life characteristics. Renewal parts are different. Use parts for proper model only.
4 Use quantity two of 626B187G12.
S Use quantity one each of 626B187G12 and 626B187G13.
6 Use quantity two of 626B187G16.
7

Use quantity one each of 626B187G16 and 626B187G17.
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