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Sheet 0694
Dimensions and Weights — Enclosures Only
Table 21.5-7. NEMA 12, 12K Dustproof — Dimensions in Inches (mm)
Catalog Approximate @ Maximum | Box Dimensions
Number Weight Lbs. (kg) [ Amperes [ | B | c | D E
JGDN100 14 (6) 100 19.91 8.84 9.31 18.53 1.70
(505.6) (224.6) (236.6) (470.7) (43.3)
JFDN100 14.(6) 100 19.91 8.84 9.31 1853 1.70
(505.6) (224.6) (236.6) (470.7) (43.3)
JFDN150 18 (8) 150 25.66 8.84 9.31 24.28 1.70
(651.7) (224.6) (236.6) (616.7) (43.3)
JFDN225 18 (8) 225 25.66 8.84 9.31 24.28 1.70
(651.7) (224.6) (236.6) (616.7) (43.3)
JJDN250 37 (17) 250 37.63 11.56 10.22 35.77 1.94
(953.3) (293.7) (259.6) (908.5) (49.2)
JKDN400 58 (26) 400 41.69 11.75 14.06 39.94 1.97
Figure 21.5-3. NEMA 12, 12K Dustproof (1058.9) |(298.4) |(357.2) |(1014.4) | (50.0)
JLDN600 81(37) 600 48.31 14.91 15.50 46.56 1.92
(1227.2) | (378.6) (393.7) (1182.7) | (48.8)
JNDPN800 110 (50) 800 63.59 22.00 17.63 — 1.97
(1615.3) | (558.8) (447.7) (50.0)
JNDN1200 170 (77) 1200 63.59 22.00 17.63 61.84 —
(1615.3) | (558.8) (447.7) (1570.8)
DGDN100 16 (7) 100 19.91 8.84 9.31 — —
(505.6) (224.6) (236.6)
DFDN100 16 (7) 100 19.91 8.84 9.31 — —
(505.6) (224.6) (236.6)
DFDN150 19 (9) 150 25.66 8.84 9.31 — —
(651.7) (224.6) (236.6)
DFDN225 19 (9) 225 25.66 8.84 9.31 — —
(651.7) (224.6) (236.6)
DJDN250 36 (16) 250 37.63 11.56 10.22 — —
(953.3) (293.7) (259.6)
DKDN400 53 (24) 400 41.69 11.75 14.06 — —
(1058.9) | (298.4) (357.2)
@ Weight values are for the enclosure only. See Table 21.5-12 for breaker weights.
Table 21.5-8. NEMA 3R Rainproof — Dimensions in Inches (mm)
E|<— Catalog Approximate @ Maximum | Dimensions in Inches (mm)
RSN Number Weight Lbs. (kg) [ Amperes [ 5 | B | c D E
RGDN100 14 (6) 100 19.91 8.84 9.31 18.53 1.70
(505.6) (224.6) (236.6) (470.7) (43.3)
ON RFDN100 14.(6) 100 19.12 9.95 5.14 17.00 [NA®
A 8 (485.6) (252.8) (130.6) (431.8)
OFF RFDN150 19 (9) 150 25.66 8.84 9.31 2428 170
(651.7) (224.6) (236.6) (616.7) (43.3)
h RFDN225 19 (9) 225 25.66 8.84 9.31 24.28 1.70
(651.7) (224.6) (236.6) (616.7) (43.3)
& U 3 | | RJDN250 40 (18) 250 37.50 11.56 10.22 35.77 1.94
B— (952.5) (293.7) (259.6) (908.5) (49.2)
RKDN400 60 (27) 400 41.69 11.75 14.06 39.94 1.97
Figure 21.5-4. NEMA 3R Rainproof (1058.9) |(298.4) |(357.2) |(1014.4) |(50.0)
RLDN600 84 (38) 600 48.31 14.91 15.50 46.56 1.92
(1227.2) | (378.6) (393.7) (1182.7) |(48.8)
RNDN1200 175 (79) 1200 63.59 22.00 17.63 61.84 1.97
(1615.3) | (558.8) (447.7) (1570.8) |(50.0)

@ Weight values are for the enclosure only. See Table 21.5-12 for breaker weights.
® Single centered mounting hole provided.

Not to be used for construction purposes
unless approved.

For more information visit: www.EatonElectrical.com CA08104001E



