I Blue PVC Cement Conduit/ENT - Very Fast Set 1 Gallon 7=
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EXTREMELY FAST SETTING

Benefits
Very fast setting.

Can be used without primer where local
codes permit.
Low-VOC.

[E] GENERAL INFORMATION

B Description B Application(s)
Solvent cements designed specifically for use in joining all types of For use on piping systems for potable water, DWV (drain, waste, vent),
PVC (Poly Vinyl Chloride) pipe and fittings with interference fit electrical conduit, ENT, irrigation, well casing and sewer / drain
through 6 in (15.24 cm) diameter (Sch.40) and 4 in (10.16 cm) diameter applications.

(Sch. 80). Recommended for use in wet conditions and/or where quick

pressurization is desired. B Instructions

B Technical details
Body: medium.
Density: 7.6 lb/gal.
VOC per SCAQMD 1168/316A: 510 G/L.
Specifications: ASTM D 2564, SCAQMD 1168/316A.
Flash point: -4° F (-20 °C) (closed cup).
Hydrostatic pressure test: 400 psi min (73° F/23 °C, 2 hours cure).
Listings: NSF (National Sanitation Foundation) and U.P. Code
(Uniform Plumbing Code).

Temperature of storage and use: +40 °F (+5 °C) to +110 °F (+44 °C).

B Advices
Shake well before use.
If jelly-like, do not use.
Do not thin.
Keep container closed when not in use.

M Life span
36 months
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1. Cut pipe square and remove all burrs. Clean and dry joining
surfaces.

2. Check dry fit of pipe and fitting. Pipe should enter fitting at least 1/3
of the way without forcing. If pipe bottoms, it should be a snug fit.

3. Use a suitable dauber or brush at least 72 the size of the pipe
diameter. WARNING- Dauber is not suitable for all pipe sizes.

4. Apply BIZLINE primer-cleaner to joining surfaces. Can be used
without primer, where local codes permit.

5. Apply a heavy, even coat of cement to the outside end of pipe equal
to depth of socket. Apply a light coat to the inside of fitting and
then another coat to the outside of pipe. Avoid puddling of cement.

6. Immediately insert pipe into fitting with a slight twisting motion
until it bottoms in socket. If cement has dried, recoat both parts.

7. Hold joint together for approx. 30 sec. to avoid push-out. Wipe off
excess cement.

8. Allow 2 minutes for good handling strength. Allow 10 minutes cure
time up to 160 psi., at temp. above 60° F (16 °C) thru 2 in (5.08 cm)
interference fit. Allow longer cure time for pipe sizes above 2 in (5.08
cm), higher pressure or temperatures below 60°F (16 °C).
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& Packaging & Outer package 1
Metal case Carton box
Height (Inch.) : 10 Height (Inch.) : 10.79
Length (Inch.) : 6.69 Length (Inch.) : 13.82
Depth (Inch.) : 4.21 Depth (Inch.) : 12.99
& Net weight (lb) : 8.378 & Gross weight (lb) : 50
842133186231

& Gross weight (lb) : 8.488

& Outer package 2

Pallet

Height (Inch.) : 51

Length (Inch.) : 48

Depth (Inch.) : 40

& Gross weight (lb) : 1,418.144
x 162
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