
Your complete solution for high-end audio
transmission, stereo, professional audio 

systems and home theater systems.

Home Theater Sound Jacketed Cables Shielded:
• Twisted Bare Copper Conductors
• Polypropylene Insulation
• 100% Foil Shield
• Countdown or Sequential Footage Markings

Home Theater Sound Jacketed Cables Unshielded:
• Twisted Bare Copper Conductors
• Polypropylene Insulation
• Countdown or Sequential Footage Markings

Direct Burial Audio Cable:
• Oxygen Free Copper (Pure transmission area)

• High Strand Count (Flexibility and more surface area)

• Burial Applications

Audacious Audio Cable Oxygen Free Copper 
High Strand Count:
• WaveFLEX Jacket (Easy strip)

• Oxygen Free Copper (Pure transmission area)

• High Strand Count (Flexibility and more surface area)

• Legend Markings (Channel, rooms and zones)

• Countdown or Sequential Footage Markings

Crystal Series Audio Cable Oxygen Free Copper
High Strand Count:
• Extra Flexible Jacket Material
• Extruded Jacket (Abrasion resistant)

• Easy Strip Construction
• Oxygen Free Copper (Pure transmission area)

• High Strand Count (Flexibility and more surface area)

• Polypropylene Insulation (Installation friendly)

• Legend Markings (Channel, rooms and zones)
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Home Theater 
Cables
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HOME THEATER CABLES

Construction:
– Stranded Oxygen-Free Bare Copper Conductors
– WaveFLEX Flexible PVC Jacket

Features:
– Sunlight Resistant
– Ripcord

Popular Packaging:
– Reel 500', 1000'
– Pull Box 500', 1000'
– Consult factory for other packaging options
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Article 725/800

DC NOM. NOM. AVG. WT.
STR RESISTANCE IMPEDANCE CAP. O.D. JACKET PER MFT 

AWG # COND COUNT (OHMS) (OHMS) (PF/FT) (IN) COLOR (LBS) PART #

GENERAL PURPOSE – UL, CM, CL3 LISTED

16 2 65/34 4.19 85 22 0.262 Light Purple 37 5473
or White

16 4 65/34 4.19 85 22 0.294 Dark Purple 58 5474
or White

14 2 105/34 2.62 75 25 0.306 Light Green 50 5475
or White

14 4 105/34 2.62 75 25 0.347 Dark Green 86 5476
or White

^

Construction:
– Stranded Oxygen-Free Bare Copper Conductors
– Flexible Polypropylene Insulation
– Flexible TPE Jacket

Features:
– Sunlight Resistant

Crystal Series Home Theater Cables

DC NOM. NOM. AVG. WT.
STR RESISTANCE IMPEDANCE CAP. O.D. JACKET PER MFT 

AWG # COND COUNT (OHMS) (OHMS) (PF/FT) (IN) COLOR (LBS) PART #

GENERAL PURPOSE – UL, CM, CL3 LISTED

16 2 65/34 3.37 79.1 19 0.225 Light Purple 45 5290
or White

16 4 65/34 3.37 79.1 19 0.275 Dark Purple 65 5291
or White

14 2 105/34 1.88 78.1 19 0.275 Light Green 62 5292
or White

14 4 105/34 1.88 78.1 19 0.335 Dark Green 105 5293
or White

12 2 168/34 1.12 70.0 21.5 0.320 Light Green 93 5294

Popular Packaging:
– Reel 500'
– Consult factory for other packaging options

Audacious WaveFLEX Home Theater Cables
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Combination Sound Cables

Article 725/800
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HOME THEATER CABLES

Construction:
– 4 Conductor Speaker Cable + 24/4pr Cat 5e
– PVC Jackets

Features:
– Sunlight Resistant

Popular Packaging:
– Reel 500', 1000'
– Consult factory for other packaging options

DC NOM. NOM. AVG. WT.
STR RESISTANCE IMPEDANCE CAP. O.D. JACKET PER MFT 

CONTROL SPEAKER COUNT (OHMS) (OHMS) (PF/FT) (IN) COLOR (LBS) PART #

GENERAL PURPOSE – UL, CM, CL3 LISTED

24/4PR 14/4 STR 105/34 2.62 92 16 0.277 Fluorescent 89 5279
CAT 5E OFBC Pink
24/4PR 16/4 STR 65/34 4.19 70 20 0.218 x Pink or 66 5280
CAT 5E OFBC 0.428 White
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HOME THEATER CABLES

Construction:
– Stranded Bare Copper Conductors
– Polypropylene Insulation
– Super Flexible PVC Jacket
– Conductor Color Code Chart 1
– Jacket Colors: Blue, Green, White, Yellow, Purple

Features:
– Sunlight Resistant

Popular Packaging:
– Reel 500', 1000'
– Consult factory for other packaging options
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Home Theater Cables – Unshielded
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DC NOM. NOM. AVG. WT.
STR RESISTANCE IMPEDANCE CAP. O.D. PER MFT 

AWG # COND COUNT (OHMS) (OHMS) (PF/FT) (IN) (LBS) PART #

GENERAL PURPOSE – CM, CL2 LISTED

16 2 26/30 4.10 70 22 0.192 27 5250

16 4 26/30 4.10 70 22 0.224 47 5251

14 2 41/30 2.62 65 25 0.224 38 5252

14 4 41/30 2.62 65 25 0.265 68 5253

12 2 65/30 1.60 67 28 0.264 57 5254

12 4 65/30 1.60 67 28 0.312 107 5255

Construction:
– Stranded Bare Copper Conductors
– Overall Aluminum/Mylar Shield
– Polypropylene Insulation
– Super Flexible PVC Jacket
– Conductor Color Code Chart 1
– Jacket Colors: Blue, Green, White

Features:
– Sunlight Resistant

Popular Packaging:
– Reel 500', 1000'
– Consult factory for other packaging options

Home Theater Cables – Shielded

DC NOM. NOM. AVG. WT.
STR RESISTANCE IMPEDANCE CAP. O.D. PER MFT 

AWG # COND COUNT (OHMS) (OHMS) (PF/FT) (IN) (LBS) PART #

GENERAL PURPOSE – CM, CL2 LISTED

16 2 26/30 4.19 45 38 0.196 33 5650

14 2 41/30 2.62 50 43 0.228 43 5651



Call 1-800-222-0060 for more information. 55

Article 725/800
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HOME THEATER CABLES

Construction:
– Stranded Oxygen-Freen Bare Copper Conductors
– Semi-Rigid PVC Insulation
– PVC Jacket
– Jacket Colors: Black

Features:
– Sunlight Resistant

Popular Packaging:
– Reel 500'
– Consult factory for other packaging options

Direct Burial Home Theater Cables

DC NOM. NOM. AVG. WT.
STR RESISTANCE IMPEDANCE CAP. O.D. PER MFT 

AWG # COND COUNT (OHMS) (OHMS) (PF/FT) (IN) (LBS) PART #

GENERAL PURPOSE – CL3, CM LISTED

16 2 65/34 3.91 40.5 27 0.275 42 5283

16 4 65/34 3.95 90 21 0.350 67 5284

14 2 105/34 1.88 36 32 0.320 65 5285

14 4 105/34 2.50 36 32 0.415 110 5286
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HOME THEATER CABLES

Construction:
– Stranded Oxygen-Free Bare Copper Conductors
– Super-Flexible PVC Insulation
– Jacket Colors: Clear

Features:
– One Conductor Ribbed for Polarity

Popular Packaging:
– Reel 500', 1000'
– Consult factory for other packaging options
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Heavy Duty Home Theater Zipcord
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DC NOM. NOM. AVG. WT.
STR RESISTANCE IMPEDANCE CAP. O.D. PER MFT 

AWG # COND COUNT (OHMS) (OHMS) (PF/FT) (IN) (LBS) PART #

GENERAL PURPOSE – CM, CL2 LISTED

16 2 65/34 4.15 100 18 0.150 x 0.305 30 5400

14 2 105/34 2.61 100 20 0.165 x 0.335 40 5401

12 2 168/34 1.60 100 23 0.187 x 0.380 62 5402

Construction:
– Stranded Bare Copper Conductors
– Flexible PVC Insulation
– Parallel Zip Construction
– Jacket Colors: White, Brown, Clear

Features:
– Sunlight Resistant
– One Conductor Ribbed for Polarity

Popular Packaging:
– Pull Box 500', 1000'
– Reel 500', 1000'
– Consult factory for other packaging options

Zipcord

DC NOM. NOM. AVG. WT.
STR RESISTANCE IMPEDANCE CAP. O.D. PER MFT 

AWG # COND COUNT (OHMS) (OHMS) (PF/FT) (IN) (LBS) PART #

GENERAL PURPOSE – CL2, C(UL), CMG LISTED

24 2 7/32 26.5 155 12 0.068 x 0.145 9 1001 F

22 2 7/30 17.0 140 14 0.074 x 0.164 9 1002

20 2 7/28 10.2 124 15 0.083 x 0.180 17 1003 F

18 2 16/30 6.5 115 16.5 0.090 x 0.190 18 1004

16 2 26/30 4.15 105 18 0.100 x 0.200 24 1005

F Consult factory for availability


