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FACEPLATES

Faceplates

TechChoice® faceplates are available in high impact
94V-0 rated thermoplastic and stainless steel, with a
variety of port capacities to match your workstation
applications. All faceplates allow for a flush jack finish.

Plastic Faceplates with Label Fields
DESCRIPTION

OR-KSFP2

OR-KSFPR2 |

OR-KSSS3 OR-KSSS6

Single-gang, holds (1] Keystone

Single-gang, holds (2) Keystones
Single-gang, holds (3) Keystones
Single-gang, holds (4) Keystones
Single-gang, holds (6] Keystones
Dual-gang, holds (8] Keystones

Dual-gang, holds (12) Keystones

Notes: Standard color is fog white. Add -13 for electrical ivory, -88 for white
or -99 for Wiremold® ivory.

Stainless Steel Faceplates with Label Fields
DESCRIPTION

Single-gang, holds (1] Keystone
Single-gang, holds (2) Keystones
Single-gang, holds (3) Keystones
Single-gang, holds (4) Keystones
Single-gang, holds (6) Keystones
Dual-gang, holds (8] Keystones
Plastic Faceplates without Label Fields
DESCRIPTION

Single-gang with (1] Keystone opening

Single-gang with (2] Keystone openings
Single-gang with (3] Keystone openings
Single-gang with [4] Keystone openings

Single-gang with (6] Keystone openings

Notes: Standard color is fog white, add -13 for electrical ivory, -88 for white,
or -99 for Wiremold® ivory.
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Notes: All Ortronics® product dimensions are listed by width, height and depth unless specified otherwise.
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