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PRESS-ON STIRRUPS • TYPES KBO, KKBO, KBD, KKBD, KBN AND KKBN
Aluminum or ACSR to copper taps

Catalog Catalog Conductor Wire Diameter H.D.* Bail TDY-U
Number Number Range Range‡ Copper Dia. Installation Tools & Dies Pressure

Fig. 1 Fig. 2 ACSR Aluminum in Bail in Kearney Alcoa Burndy Setting

KBO-W4-2 KKBO-W4-2 6
6 Sol.-6

.162-.204 2 Sol. .258
Use Either

Str.-4 Sol. Model WH-1 Use Model
Hydraulic Use Model Y-35

KBO-R2-2 KKBO-R2-2 2-4
2 Sol.-2

.232-.316 2 Sol. .258
Tool or 12-A Hydraulic

Str.-4 Str. O-1, O-2, Hydraulic Tool
4

O-52 Tool with
Hand Tool with O Die

KBO-1/0-2 KKBO-1/0-2 1/0 1/0 Str. .368-.398 2 Sol. .258 with O Die Index
O Die

Use either
Model WH-1

Hydraulic Use Model
KBD-2/0-2 KKBD-2/0-2 1/0-2/0 1/0-2/0 .368-.447 2 Sol. .258 Tool or O-51, Use Model Y-35 4

Str. O-52 Hand 12-A Hydraulic
Tool with Hydraulic Tool

D Die Tool with with

KBD-4/0-2 KKBD-4/0-2 3/0-4/0 4/0 Str. .502-.563 2 Sol. .258 Use WH-1 D Die D Die

Tool Index

KBD-4/0-0 KKBD-4/0-0 3/0-4/0 4/0 Str. .502-.563 1/0 Sol. .325 with
D Die

KBN-0-2 KKBN-0-2 266.8- 250-400 .575-.743 2 Sol. .258
397.5 18/1 MCM Use Model Use Model Use Model

KBN-1-0 KKBN-1-0 266.8- 250-400 .575-.743 1/0 Sol. .325 WH-2 12-A Y-35
397.5 18/1 MCM Hydraulic Hydraulic Hydraulic 7

KBN-R5-2 KKBN-R5-2 300- 336.4-500 .666-.814 2 Sol. .258 Tool with Tool with Tool with

477 18/1 MCM N Die N Die N Die

KBN-R6-0 KKBN-R6-0 300- 336.4-500 .666-.814 1/0 Sol. .325 Index

477 18/1 MCM

‡For conversion to metric range, see page 175.
For sizes not listed consult factory.
*Bails are tin plated.

Installed easily and safely with standard “O” and “D” dies in hand
or hydraulic tools. Designed to protect energized conductors from
arcing damage when live taps are made.

Types KBO and KBD have a single aluminum Press-On clamp-
ing element for standard duty. Types KKBO and KKBD have
double Press-Ons for heavy duty. Tin plated, hard drawn, solid
copper bail permits taps to be taken off at any convenient angle.

Factory filled with Cual-Aid® joint compound. Shipped in polyeth-
ylene bags to keep assembly clean until ready for use.

ADJUSTABLE

3"
(76 mm)

4"
(102 mm)

FIG. 1 – TYPES KBO, KBD AND KBN

3"
(76 mm)

4"
(102 mm)

FIG. 2 – TYPES KKBO, KKBD AND KKBN
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