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4EPTB/PTC Series Pull Boxes (Pencil Boxes)

For Use in Threaded Rigid or IMC Conduit Applications

NEMA 4/4X/IP66

Features:
• More internal cubic capacity for different sized conductors
• Accurately tapped, tapered threads (NPT) for tight, rigid joints and

ground continuity
• Installed NEMA 4/IP66 gasket included with pull box enclosure

(NEMA 4X for stainless steel)
• PTB - 90° pull boxes; PTC - straight pull boxes

Certifications and Compliances:
• UL514A
• CSA C22.2 No. 18

Standard Materials:
• Bodies - painted steel (RAL7032 standard; powder coated any

RAL color chip available upon request)
• Bodies - 304 stainless steel (optional)
• Bodies - 316L stainless steel (standard grade of SS catalog

numbers below)
• Hubs available in steel, malleable iron, stainless steel, and

aluminum
• Cover bolts - 316L stainless steel

Standard Finishes:
• Polyester powder coated over zinc primer

Finish Options:
• Electro-chemical polished stainless steel*
• Brushed stainless steel
• Polyester powder over painted stainless steel
• Natural finish stainless steel
• Polyester powder over painted carbon steel
• Galvanized carbon steel
• Zinc electroplating

*Depending on size.

Size Range:
• 12" through 48", hub size 1" to 6"

Applications:
Pull Box Enclosures are installed in conduit systems (typically
bridges/refineries) to:
• Act as pull and splice boxes
• Protect conductors in threaded rigid conduit
• Interconnect lengths of conduit
• Change conduit direction
• Provide access to conductors for maintenance and future system

changes

Options:
Description Suffix

Custom lengths and sizes are available Consult Factory
Powder coating to any RAL color chip Consult Factory
Cable gland options can be supplied Consult Factory

Ordering Information - Straight Pull Boxes:

Painted Steel 316L Stainless Steel 304 Stainless Steel

Cat. No. Hub Size Length Cat. No. Hub Size Length Cat. No. Hub Size Length

PPBPS12100TC 1 12" PPBS112100TC 1 12" PPBS212100TC 1 12"
PPBPS12125TC 11/4 12" PPBS112125TC 11/4 12" PPBS212125TC 11/4 12"
PPBPS12150TC 11/2 12" PPBS112150TC 11/2 12" PPBS212150TC 11/2 12"
PPBPS12200TC 2 12" PPBS112200TC 2 12" PPBS212200TC 2 12"
PPBPS18125TC 11/4 18" PPBS118125TC 11/4 18" PPBS218125TC 11/4 18"
PPBPS18150TC 11/2 18" PPBS118150TC 11/2 18" PPBS218150TC 11/2 18"
PPBPS18200TC 2 18" PPBS118200TC 2 18" PPBS218200TC 2 18"
PPBPS18250TC 21/2 18" PPBS118250TC 21/2 18" PPBS218250TC 21/2 18"
PPBPS24150TC 11/2 24" PPBS124150TC 11/2 24" PPBS224150TC 11/2 24"
PPBPS24200TC 2 24" PPBS124200TC 2 24" PPBS224200TC 2 24"
PPBPS24250TC 21/2 24" PPBS124250TC 21/2 24" PPBS224250TC 21/2 24"
PPBPS24300TC 3 24" PPBS124300TC 3 24" PPBS224300TC 3 24"
PPBPS36250TC 21/2 36" PPBS136250TC 21/2 36" PPBS236250TC 21/2 36"
PPBPS36300TC 3 36" PPBS136300TC 3 36" PPBS236300TC 3 36"
PPBPS36350TC 31/2 36" PPBS136350TC 31/2 36" PPBS236350TC 31/2 36"
PPBPS36400TC 4 36" PPBS136400TC 4 36" PPBS236400TC 4 36"
PPBPS48300TC 3 48" PPBS148300TC 3 48" PPBS248300TC 3 48"
PPBPS48350TC 31/2 48" PPBS148350TC 31/2 48" PPBS248350TC 31/2 48"
PPBPS48400TC 4 48" PPBS148400TC 4 48" PPBS248400TC 4 48"
PPBPS48500TC 5 48" PPBS148500TC 5 48" PPBS248500TC 5 48"
PPBPS48600TC 6 48" PPBS148600TC 6 48" PPBS248600TC 6 48"
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Ordering Information - 90° Pull Boxes:

Painted Steel 316L Stainless Steel 304 Stainless Steel

Cat. No. Hub Size Length Cat. No. Hub Size Length Cat. No. Hub Size Length

PPBPS12100TB 1 12" PPBS112100TB 1 12" PPBS212100TB 1 12"
PPBPS12125TB 11/4 12" PPBS112125TB 11/4 12" PPBS212125TB 11/4 12"
PPBPS12150TB 11/2 12" PPBS112150TB 11/2 12" PPBS212150TB 11/2 12"
PPBPS12200TB 2 12" PPBS112200TB 2 12" PPBS212200TB 2 12"
PPBPS18125TB 11/4 18" PPBS118125TB 11/4 18" PPBS218125TB 11/4 18"
PPBPS18150TB 11/2 18" PPBS118150TB 11/2 18" PPBS218150TB 11/2 18"
PPBPS18200TB 2 18" PPBS118200TB 2 18" PPBS218200TB 2 18"
PPBPS18250TB 21/2 18" PPBS118250TB 21/2 18" PPBS218250TB 21/2 18"
PPBPS24150TB 11/2 24" PPBS124150TB 11/2 24" PPBS224150TB 11/2 24"
PPBPS24200TB 2 24" PPBS124200TB 2 24" PPBS224200TB 2 24"
PPBPS24250TB 21/2 24" PPBS124250TB 21/2 24" PPBS224250TB 21/2 24"
PPBPS24300TB 3 24" PPBS124300TB 3 24" PPBS224300TB 3 24"
PPBPS36250TB 21/2 36" PPBS136250TB 21/2 36" PPBS236250TB 21/2 36"
PPBPS36300TB 3 36" PPBS136300TB 3 36" PPBS236300TB 3 36"
PPBPS36350TB 31/2 36" PPBS136350TB 31/2 36" PPBS236350TB 31/2 36"
PPBPS36400TB 4 36" PPBS136400TB 4 36" PPBS236400TB 4 36"
PPBPS48300TB 3 48" PPBS148300TB 3 48" PPBS248300TB 3 48"
PPBPS48350TB 31/2 48" PPBS148350TB 31/2 48" PPBS248350TB 31/2 48"
PPBPS48400TB 4 48" PPBS148400TB 4 48" PPBS248400TB 4 48"
PPBPS48500TB 5 48" PPBS148500TB 5 48" PPBS248500TB 5 48"
PPBPS48600TB 6 48" PPBS148600TB 6 48" PPBS248600TB 6 48"

Dimensions:
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36 Inch Pull Box Dimensions
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48 Inch Pull Box Dimensions

4E PTB/PTC Series Pull Boxes (Pencil Boxes)

For Use in Threaded Rigid or IMC Conduit Applications

NEMA 4/4X/IP66


