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¾ 1 ¼ 12 1.064 1.046 0.719 

1 1 ¼ 12 1.330 1.310 0.875 

1 ¼ 2 12 1.677 1.655 0.938 

1 ½ 2 ¼ 12 1.918 1.894 1.062 

2 2 ½ 12 2.393 2.369 1.125 

2 ½ 2 ½ 18 2.890 2.868 1.469 

3 3 ½ 18 3.515 3.492 1.594 

3 ½ 3 ½ 24 4.015 3.992 1.687 

4 4 ¼ 24 4.515 4.491 1.750 

5 4 ½ 36 5.593 5.553 1.937 

6 5 ½ 36 6.658 6.614 2.125 

Dimensions (inches) 

8” and larger diameters available upon request (non-UL listed) 
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Advantages & Highlights of Fiberglass Elbows  

· Manufactured to UL 2420 specificatons for BELOW GROUND REINFORCED 

THERMOSETTING RESIN CONDUIT (RTRC) AND FITTINGS 
· Manufactured to UL 2515 specificaƟons for ABOVE GROUND REINFORCED 

THERMOSETTING RESIN CONDUIT (RTRC) AND FITTINGS  
· Come with factory installed PVC couplings or stubs with a spigot end 
· Wide ranges of sizes ¾” – 6”, available in 11.25° , 22.5°, 30°, 45°, 90°, 

large radius sweeps available upon request 
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